
Werkstoff
Positioniereinsatz 1.4305

Hauptabmessungen 
Positioniereinsatz
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Copyright by INTERCONTEC Produkt GmbH, Germany.
Alle Rechte im Fall der Patenterteilung oder GM-Eintragung 

vorbehalten. Zuwiderhandlungen verpflichten zu Schadenersatz.

Alle Angaben dienen nur zur Information. Vor Verwertung der 

angegebenen Informationen und Daten muss sich der Anwender 

über Aktualität und Gültigkeit dieser Ausfertigung rückversichern.
Technische Änderung vorbehalten.

INTERCONTEC Produkt GmbH    
Bernrieder Str. 15,  94559 Niederwinkling
Tel.: 0049 9962/ 2002-0, Fax: 0049 9962/ 2002-70
E-Mail: info@intercontec.biz
Web: www.intercontec.biz

für ø1 mm Kontakte

Positioniereinsatz

Best.-Nr.: C0.121.00

Einsatzbereich: Serie 917

Buchsen Stifte

60.159.11 61.141.11
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Material         
positioning insert    1.4305

            

Main Dimensions 
positioning insert

for ø1 mm contacts

Positioning insert

order code: C0.121.00

for: Serie 917

Copyright by INTERCONTEC Produkt GmbH, Germany.  
All rights, including rights created by patent grant or registration  

of a utility model or design, are reserved.  
Noncompliance will result in seeking damages.  

 
This document is for information only and before utilization  

the user must reconfirm actuality.  
Subject to technical changes. 

Sockets Pins
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